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Driver/Ballast Compatibility

BALLAST DESCRIPTION
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SCWA Pulse-start metal-halide super-constant wattage autotransformer ballast. Consult 
specification sheet for wattage and voltage availability.

SDT Stepdown transformer (277V to 120V; 300W max.).

HEB Electronic HID ballast. 120V or 277V, 50 or 60 Hz. THD < 15%, PF > 0.90. SDT347 Stepdown transformer (347V to 120V; 75W max.).

ADCF Advance electronic fluorescent ballast. (120V or 277V only) BDP Ballast disconnect plug. Fluorescent only.

ADEZ Advance Mark 10® electronic line voltage control dimming ballast. Minimum dimming 
level 5%. (120V or 277V; not available with 13DTT or 13TRT)

2W5 Lutron Tu-Wire® electronic dimming ballast.

ADZT Advance Mark 7® electronic 0-10V DC dimming ballast. Minimum dimming level 
5%. (120-277V only)

QDS Quick disconnect for easy ballast replacement. Fluorescent only.

FLUORESCENT

Ballast PDXF/
PDTF PDGF PDLFV PDRGF PDPF  

4 & 8
PDPF

10 & 14
AF/
AFW

AFZ/
AFZW

AFV/
AFVW DLWF LGF LGFV LAF SQF/

SQFW CF CFZ CFV CFL CFVL

ADCF X X X X X X X X X X X X X X X X X X X

ADEZ X X X X X X X X X X X X X X X

ADZT X X X X X X X X X X X X X X X

2W5 X X X X X X X X X X X X X

BDP X X X X X X X X X X X X X X X X X

QDS X X X X X X X X X X X

DS X X X X X X X X X X X X

HIGH INTENSITY DISCHARGE

Ballast PDRGH PDPH 4 & 8 PDPH 14 AH/AHW/AHZ APRH LGH/ LGHZ LAH CH

HEB X X X X X

SCWA X X X

INCANDESCENT

Transformer PDRGA PDPA A/AW/AZ/AZW APR LG/LGZ LA

SDT X X X X X X

SDT347 X X X X X X


